HOW TO CHANGE THE FILTERS?
1.
2.
3.
4.
5.
6.
7.

Close the inlet valve (Photo A)
Pull out the tube (Photo D) and remove the whole set of filters (Photo C)
Insert the new filters in the same sequence (Photo C)
Close the side cover and tighten the 2 nuts (Photo B)
Turn on the inlet water valve (Photo E)
Use a container and push the lever to flush away 10 litres of water (Photo F)
Your AOX dispenser is now ready to serve your family
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Photo D
Use your finger to push in the
ring as shown in direction (1)
and hold it while you pull out the
tube as shown in direction (2)

Photo E
Turn on the inlet
water valve

User’s Manual

Photo F
Please press the lever to
dispense AOX water.  The
LED and negative ions will
be automatically turned on.

Notes:
It is normal to experience “popping” sound or to have lots of air bubble (that may cause the
water to look cloudy) when the filters are new.  This is due to the air trapped in the new filters.
If you find some particles in the water, please do not be alarmed.  The particles are tested by
independent labs to be activated carbon or alkaline minerals which is safe for consumption.
The quality and taste of the water is dependent on the incoming water source and the filter’s
usage.  
To ensure that you get optimal antioxidants and alkalinity, please follow the recommended filter
change schedule. You may refer to the date written on the sticker (pasted on the side of the
dispenser) or when you hear the FCT (Filter Change Timer) beeping.  

AOX Lite 2
World’s 1st
Antioxidant Alkaline
Water Dispenser
(with Healthy Airborne
NegativeIon)
-

HOW TO CHANGE THE BATTERIES?
SPECIFICATIONS:
• Blue LED light
• Negative Ions Generator
• Power: 1.5V x 2AA Size Batteries
• Flow Rate: 90 - 120 (Liter/hr)
• Pressure: 20 (PSI)
• Dimension: W35 x B13 x H35 cm
• Net Weight: 5kg

AOX - Multi-Award Winning Brand
The Blue LED light and negative ions are powered
up by the 2 AA size batteries. It is recommended to
change the batteries on every 9-12 month.

6456 4321
AOX Pte Ltd
28 Sin Ming Lane #03-143 Midview City S573972
sales@aox.com.sg
www.AOX.com.sg

Thank you for choosing        !

FILTRATION SYSTEM

F12-U: 1 Micron Sediment Carbon Block Filter
Filters sediments such as rust, particles, sand and lead in the water. It
removes organic chemical substances such as chlorine, detergent,
THM, pigment and carcinogens. Hence, it alone acts like a 2-Stage
Sediment/Carbon filter. Foul smell is also eliminated, leaving fresh
tasting water for your consumption.
F3-U: AOX Antioxidant Alkaline Minerals Filter
Makes the water alkaline and antioxidant in nature. It supplies
essential minerals such as calcium, potassium, magnesium, sodium
and silica to promote healthy cells, bones, joints, organs and skin.
Futhermore, it decreases the size of water molecule clusters.
F4-U: Post Activated Carbon Filter with KDF-55
Made of high-grade granulated activated carbon and KDF-55 for
the elimination of algae and fungi, controlling bacteria growth. It
also removes chlorine, pesticides and other organic compounds,
eradicating unpleasant taste and odour.
Negative Ions Generator
AOX Lite2 generates more than 1,000 healthy airborne negative ions
when it is dispensing water.
Natural negative ions can have many health benefits, like:
- enhance the immune system
- increase alertness
- increase work productivity and concentration
- reduce susceptibility to colds and flu
- relief from sinus, migraine headaches, allergies and hay fever
- reduce the severity of asthma attacks
- increase lung capacity

Post Activated Carbon
Filter with KDF-55

F4-U

AOX Antioxidant
Alkaline Minerals Filter

F3-U

Diagram 1

F12-U

(Please use water that is
microbiologically safe or of
known quality with adequate
disinfection)

We are confident that you will benefit much from your AOX Lite2
health transforming drinking water and healthy airborne negative ions.
This unit is equipped with 4-stage filters for removing impurities,
bacteria and viruses from your water. In additional, the F3 filter
infuses natural antioxidants and alkaline minerals into the water.

1 Micron Sediment
Carbon Block Filter

Incoming water

AOX
water

REPLACEMENT OF FILTERS
1.

Please pay attention to the arrow mark of filters when you are changing your filters. (Diagram 1)

2.

Optimal Lifespan:
To ensure optimal antioxidant properties and alkalinity of the drinking water, it is recommended
that you change your filters on every 6 to 9 month or 3,500 litres of usage (whichever comes
first).
The pH, antioxidant properties, taste and amount of water that produced by AOX filters may
vary in accordance with the quality, pressure and temperature of the water source. If the
incoming water has more suspended particles, it may “choke” the filter(s) before the
recommended date.

3.

CAUTION:
DO NOT USE where the water is microbiologically unsafe or of unknown quality without
adequate disinfection.
SHUT OFF THE WATER VALVE – Whenever the water dispenser is left unattended overnight, on
weekends or during holiday. This will prevent water pressure built up over time, which may cause
accidental leakages.

4.

Maximum Pressure:
120 PSI

HOW TO TURN OFF THE INLET WATER VALVE
AND OPEN THE COVER?

Photo A
1. Turn off the water
inlet valve

Photo B
2. Unscrew the 2 nuts

Photo C
3. Slide open the cover

