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Stay Healthy Choose AOX



THANK YOU FOR CHOOSING AOX
We are con�dent that the AOX Lite 2 Hani will provide you with the highest quality of antioxidant alkaline water and 

healthy airborne negative ions. This unit is equipped with 4-stage �lters for removing impurities, bacteria and viruses from 

your water. In addition, the F3 �lter infuses natural antioxidants and alkaline minerals into the water.

Replacement of Filters

How to turn off the inlet water valve and open the cover?

Photo A
1. Turn off the water valve 2. Unscrew the 2 nuts 3. Slide open the cover

Photo B Photo C

Filtration System

(Please use only microbiologically safe water or of known quality with adequate disinfection)

Diagram 1

How to Change the Filters?

1. Close the inlet valve (Photo A)

2. Pull out the tube (Photo D) and remove the whole set of �lters (Photo C)

3. Insert the new �lters in the same sequence (Photo C)

4. Close the side cover and tighten the 2 nuts (Photo B)

5. Turn on the inlet water valve (Photo E)

6. Use a container and push the lever to �ush away 10 litres of water (Photo F)

7. Your AOX dispenser is now ready to serve your family 

Notes:
It is normal to experience a  “popping” sound or to have lots of air bubbles (that may cause the water to look cloudy) when the �lters are 
new.  This is due to the air trapped in the new �lters.

If you �nd some particles in the water, please do not be alarmed. The particles are tested by independent labs to be activated carbon or 
alkaline minerals which is safe for consumption. The quality and taste of the water is dependent on the incoming water source and the 
�lter’s usage.

To ensure that you get optimal antioxidants and alkalinity, please follow the recommended �lter change schedule. You may refer to the 
date written on the sticker (pasted on the side of the dispenser) or when you hear the FCT (Filter Change Timer) beeping.

Photo D
Turn on the water valve Please press the lever to dispense

AOX water. The LED and negative
ions will be automatically turned on.

Photo E
Use your �nger to push

in the ring as shown in direction (1)
and hold it while you pull out the

tube as shown in direction (2)

Photo F
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How to Change the Batteries

1. Please pay attention to the arrow mark of �lters when you are changing your �lters. (Diagram 1)

2. Optimal Lifespan:

    To ensure optimal antioxidant properties and alkalinity of the drinking water, it is recommended that you    

    change your �lters on every 6 to 9 months or 3,500 litres of usage (whichever comes �rst).  The pH, antioxidant  

    properties, taste and amount of water that produced by AOX �lters may vary in accordance with the   

    quality, pressure and temperature of the water source. If the incoming water has more suspended particles it may “choke” the �lter(s) 

    before the recommended date.

3. CAUTION:

    DO NOT USE where the water is microbiologically unsafe or of unknown quality without adequate    

    disinfection.

    SHUT OFF THE WATER VALVE 

    Whenever the dispenser is left unattended overnight, on weekends or during holidays. This will prevent water pressure from building up    

    over time which may lead to accidental leakages. 

4.  Maximum Pressure: 120 PSI
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